User Manual to use NTP server under Windows XP

Choose the file--“Open the NTP servics”, double click “windowsXP_ntp.reg”, NTP server will work.

User Manual to use NTP server under Win7

click“start”----“run”, input“gpedit.msc”, as the following picture:
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Pop up the policy window
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Choose “Computer Configuration™-“Administrative Templates”--“System”--“Windows Time Service”, Choose
“Global configuration Settings” at the right side, double click left bottom of mouse, choose “Enable’from the
pop up window, click “OK”, as following picture:
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Choose“Computer Configuration”--“Administrative Templates”--“System”--“Windows Time Service’--“Time
Provides”, Choose “Configure Windows NTP Client"at the right side, double click, Choose“Enable” from the
pop up window, choose“NTP”at the “Type” items, click’OK”, as following picture:
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Choose“Computer Configuration”--“Administrative Templates”--“System”--“Windows Time Service’--“Time
Provides”, Choose“Enable Windows NTP Client” at the right side, double click , choose “Enable”at the pop
up window, click “OK”, as following picture:
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Choose“Computer Configuration”--“Administrative Templates”--“System”--“Windows Time Service’--“Time
Provides”, Choose“Enable Windows NTP Client” at the right side, double click , choose “Enable”at the pop
up window, click “OK”, as following picture:
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After the settinﬁ, all NTP servers are working, as the foIIowinc-; picture:
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Log in the landing interface from IE Web,choose“internet service”--“NTP”, input the IP address of another
PC whose NTP already working , click “confirm”, finish correcting time. Thereafter, IP Camera will correct
time every one hour with NTP server.



